
Buildings Energy Databook:  7.4 Typical Commercial Buildings August  2004

7.4.1 1995 Commercial Buildings Energy End-Use Intensities, by Building Activity (10^3 Btu/sq. ft.)

Food Food Health Mercantile 
Education Sales Service Care Lodging & Service Office

Space Heating 32.8 27.5 30.9 55.2 22.7 30.6 24.3
Space Cooling 4.8 13.4 19.5 9.9 8.1 5.8 9.1
Ventilation 1.6 4.4 5.3 7.2 1.7 2.5 5.2
Water Heating 17.4 9.1 27.5 63.0 51.4 5.1 8.7
Lighting 15.8 33.9 37.0 39.3 23.2 23.4 28.1
Cooking 1.4 5.6 77.5 11.2 6.6 1.5 1.1
Refrigeration 1.0 110.9 31.6 4.7 2.3 0.9 0.4
Office Equipment 1.5 1.3 2.6 15.5 3.8 2.9 15.1
Other 2.9 7.4 13.7 34.4 7.5 3.7 5.2
Total 79.3 213.5 245.5 240.4 127.3 76.4 97.2

Public Public Order Religious Warehouse All
Assembly & Safety Worship & Storage Other Vacant Buildings

Space Heating 53.6 27.8 23.7 15.7 59.6 11.9 29.0
Space Cooling 6.3 6.1 1.9 0.9 9.3 0.6 6.0
Ventilation 3.5 2.3 0.9 0.3 8.3 0.3 2.8
Water Heating 17.5 23.4 3.2 2.0 15.3 2.4 13.8
Lighting 21.9 16.4 5.0 9.8 26.7 3.6 20.4
Cooking 2.8 NA 0.5 0.0 NA NA 3.7
Refrigeration 1.8 0.2 0.6 1.7 0.7 0.2 3.1
Office Equipment 2.4 5.8 0.4 4.4 15.2 0.5 5.7
Other 3.8 12.7 1.1 3.4 35.9 1.9 6.1
Total 113.7 97.2 37.4 38.3 172.2 21.5 90.5

Source(s): EIA, A Look at Commercial Buildings in 1995: Characteristics, Energy Consumption, and Energy Expenditures, Oct. 1998, Table EU-2, p. 311.
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